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WARNING: 


THE IN-CAR POWER ADAPTER PRESENTS HAZARDS ASSOCIATED WITH MAINS AC POWER. DO NOT ATTEMPT TO INSTALL OR | 
| 





SSIES 


OPERATE THIS PRODUCT WITHOUT HAVING READ AND UNDERSTOOD THE INSTRUCTIONS OUTLINED IN THIS USER GUIDE. IF YOU 
ARE UNSURE, PLEASE HAVE THE INSTALLATION CHECKED BY A QUALIFIED ELECTRICIAN 
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INTRODUCTION 
Thank you for purchasing the JOYTECH™ IN-CAR POWER ADAPTER for use only with the PlayStation®2 console. 


The IN-CAR POWER ADAPTER is an advanced power supply system designed to power your PlayStation®2. The IN-CAR POWER ADAPTER 
also provides a separate 12V DC output. This can be used to power your JOYTECH™ Colour Monitor (sold separately). The IN-CAR 
POWER ADAPTER is specifically designed to operate from a standard 12V car lighter socket. The IN-CAR POWER ADAPTER has many 
protective safety features, which include automatic low battery shutdown and automatic thermal shutdown. 


To prevent damage to your PlayStation®e or car battery, the IN-CAR POWER ADAPTER must be installed and operated correctly. Please 
read all sections of this User Guide thoroughly prior to installation and use. Pay attention to all the CAUTION and WARNING statements 
within this User Guide. The CAUTION statements advise against certain conditions and practices that may result in damage to your IN- 
CAR POWER ADAPTER. The WARNING statements identify conditions or practices that may result in personnel injury. 


IN-CAR POWER ADAPTER SETUP AND LAYOUT DIAGRAM 
Please set up your IN-CAR POWER ADAPTER as shown below. 
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=~ ‘To your JOY TECH Colour Monitor DC IN (sald separately) 

















Power Indicator 


Power Button 
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| ae > A 12V Power Output 
AC Power Cable “°-— (For use with colour monitor only) 








INSTALLATION 


Your car battery power source must provide 12 -15V DC and Supply the necessary current to operate the PlayStation®e2. 


CONNECTING YOUR IN-CAR POWER ADAPTER TO YOUR PLAYSTATION®2 


1) Ensure your PlayStation®2 and the IN-CAR POWER ADAPTER is Switched OFF before connecting the power cables. Connect the 
IN-CAR POWER ADAPTER by inserting the car lighter plug firmly into the car lighter socket of a vehicle. 


2) Insert the AC power cable into the AC IN of your PlayStation®e and the 12V DC power cable to a JOYTECH ™ Monitor (if applicable). 
3) Switch ON the IN-CAR POWER ADAPTER using the front power button. Tne power indicator will illuminate green 
4) Switch ON the PlayStation®@2 using the main power switch at the back of the console 


NOTE: You may hear a warning sound for 3 - 4 seconds from your IN-CAR POWER ADAPTER when yOu first switch on the PlayStation ®2 
This iS normal 


CAUTION: The IN-CAR POWER ADAPTER must be only connected to car batteries with a DC output voltage of 12 - 15V with 
negative ground. Users should check and ensure their power input is correct before use. The IN-CAR POWER ADAPTER 
will be damaged if connected with a battery supplying 24V DC. 


CAUTION: Reverse polarity connection will result in the fuse blowing and may cause permanent damage to the IN-CAR POWER ADAPTER. 
(Damage due to reversed polarity is not covered by our warranty). Do not use with positive ground electrical systems. 
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FUSE REPLACEMENT 
fh the IN-CAR POWER ADAPTER !s overloaded or short circuits, the fuse will blow. To replace either of th 
and pull out the blown fuse — Palen the fus 
© Cove 
Note: Alweys replace fuses with the same power rating. 
ting your IN-CAR POWER ADAPTER again 


cause of the short before rester 


Tm to determine the 


BA Fuse Holder 
15A Fuse Holder 





Ss OF THE IN-CAR POWER ADAPTER 


conditions with the use of RED warning lights: 


PROTECTIVE FEATURE 


Your IN-CAR POWER ADAPTER monitors the following potentially hazardous 
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voltage drops to 7 4_1V or below, or when there 


ate when the supply 


The RED warning light wall diumuin 


1) Law Vaitage Alarm 
an excessive valtege crop 
mage the vehicle battery. 


WER ADAPTER but could dé 


IS 
2) Low Gattery Protection This condition is not harmfui to the IN-CAR PO 
The IN-CAR POWER ADAPTER automatically shuts down when the input voltage drops below 10.4 
hight illuminates RED. When the condition is corrected, the unit 


Volts OC or below and the warning 
may restart and the werning light will Cucn off 
e exceeds 15 Volts 


The IN-CAR POWER ADAPTER will automatically snutdown when the input voltag 
OC. The warning light dluminetes RED 
The Inverter will automatically shut do 
The Red warning light will iMuminate 


When the tempereture sensor 


3) High Input Voltage Protection 
s 100 Watts respectively 


wn when the continuous Craw exceed 
R reaches 65C (148°F) or higher, 
minates RED. Allow 


fter 2 heat-related 


4) Over-load Protection 
5) OQver-heat Protection inside the IN-CAR POWER ADAPTE 
the IN-CAR POWER ADAPTER will automatically shut Gown. The warning light ilu 
the IN-CAR POWER ADAPTER to coo! for at least +5 minutes before restarting a 

ene down. Unplug the IN-CAR POWER ADAPTER while coolng 

Reverse polanty or a short circurl the fuse blowing Immediately disconnect the 
on of this User Guide. 


S&S) Reverse Voltage 
IN-CAR POWER ADAPTER and replace the fuse 2S ‘Fuse Replacement’ sect! 


Molerity Protection 


will usually result 1n 


condition 
described in rne 


PLACEMENT OF THE IN-CAR POWER ADAPTER 

the IN-CAR POWER ADAPTER snhnouid be placed car floor The IN-CAR POWER 

that meet the follawing criveria- 

act with the IN-CAR POWER ADAPTER 

ideal between 15C and 25°C (60-80 F). Do not place the 
ce of equipment, which is generating neat above room 


on a flat surface. such as 


For hest operating results 
ADAPTER should only be used tn locations 
Mo not allow water or other liquids to come nto Conc 
temperature Should be between OC and 40°C 
heating vent or any pie 
ay from direct sunlight. 
ure free air circulati 
The unit will 
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Ambient ar 
IN-CAR POWER ADAPTER on or near an air 
temperature Keep the IN-CAR POWER ADAPTER aw 


the IN-CAR POWER ADAPTER clear to ens 


d the unit. Do nov 


on aroun 
internal 


shut down if the 


Jentilated Keep the area surrounding 
place items on or over the IN-CAR POWER ADAPTER during operation 
ture exceeds GS°C The unit will restart once 'C cools down sufficiently 
e flarnmable 


tion that mey accumulat 


Lemperat 


até 0 not use tne IN-CAR POWER ADAPTER near flammable materials or in a loca 


fumes Or Qases 


BATTERY OPERATING TIME 
4 TENT OPEraLting time of 1tog 10 Ss Cé¢ 
’ 2 nours can be expected with a typical car battery In most instances. 3 to 5 hours of operating pao 
started (by the driver) every 2 to 3 hours to recharge the battery 
always sufficient battery 


Lis nightly recommended that the Car is 
ensure that there 'S 
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: Oe ee a aLLery volLage Can Grop substantially during the engine ts being turned over 
4 LIV? AOA-HLEA Graws less than 7 Amp from th 
CLR PCVER ADAPTER can be left connected t 1 “ e battery when it is not supplying power to a load In most instances. the 
_ een tes oat dace ae 2 : oe to the battery when not in use since it CGraws SO hitcle current However, if the vehicle 
yi connect the IN-CAR POWER ADAPTER from the battery 


TROUBLESHOOTING 


Problem: Lack Of Power Output 


POSSIBLE CAUSE 


In-Car Power Adapter not adequately warmed up 


Vehicle system requires ignition to be or 


Car battery voltage output 1s below 10V DC 


In-Car Power Adapter in thermal shutdown condition 


In-Car Power Adapter fuse blown 





Problem: Low Output Voltage 
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SUGGESTED SOLUTION 


Turn the In-Car Power Adapter power switch OFF and then ON again 
Turn IQnITION Switch to accessory position 


Recharge or replace battery 


Allow the In-Car Power Adapter to cool down 
Ensure there is adequate ventilation around unit 


Replace fuse 





POSSIBLE CAUSE 
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In-Car Power Adapter is overloaded 





The car lighter socket input voltage is below 10V DC 


SUGGESTED SOLUTION 


Do not power any other devices other than the PlayStation®2 and 
Colour monitor with the In-Car Power Adapter 


Keep input voltage above 12V DC to maintain correct voltage regulation 





Problem: Low Battery 








POSSIBLE CAUSE 








SUGGESTED SOLUTION 





Poor battery condition 





Recharge or replace battery 





Inadequate power or excessive voltage drop 





PRODUCT SPECIFICATIONS 
MODEL | 

















JSS45 
Max. Continuous Power 100 Watt 
Surge Capacity (Peak) 200 Watt - 
‘Dutput Voltage 


RMS 230 V AC + 5% 


Output Frequency | 50 H2 t= 2H2z* 


Optimum Efficiency (Approx. } BO% 
No Load Current Oraw | O.5A 
Input Voltage 12 Volts 
= " 
Low Battery Alarm | 10.5 — 11.1 Volts 
| _ 
Low Battery Shutdown 98 - 10.4 Volts 
| 
Wave Form _| Modified sine Wave 





Fuses (Amperes) GA and 15A 


Caution High 


Voltage 


Indoor 
Use Only 





Check condition of battery clips and terminals. Clean or replace, as necessary 


WARNING: 


IMPROPER USE OF THIS IN-CAR POWER ADAPTER CAN 
CAUSE PERSONNEL INJURY, PROPERTY DAMAGE, AND 
OR LOSS OF LIFE. TO AVOID POTENTIAL PROPERTY 
DAMAGE, DO NOT LEAVE THIS IN-CAR POWER ADAPTER 
OPERATING UNATTENDED IN A VEHICLE. DISCONNECT 
POWER TO THE IN-CAR POWER ADAPTER WHEN IT IS NOT 
IN USE. DO NOT USE OR PLACE THIS IN-CAR POWER 
ADAPTER NEAR FLAMMABLE MATERIALS OR ANY 
LOCATIONS, WHICH ACCUMULATE FLAMMABLE FUMES 
IF THE EXTERNAL FLEXIBLE CABLE OR CORD OF THIS IN 
CAR POWER ADAPTER IS DAMAGED, THE CONSUMER 
SHOULD TAKE IT TO QUALIFIED PERSON TO HAVE THE 
CABLE REPAIRED IN ORDER TO AVOID A HAZARD 
REGULARLY CHECK THAT THE INPUT ANO OUTPUT 
CONNECTIONS ARE TIGHT. LOOSE CONNECTIONS CAN 
GENERATE HARMFUL HEAT AND / OR OAMAGE THE 
INVERTER OR POWER SOURCE THIS PRODUCT IS NOT 
RECOMMENDED FOR USE WITH ANY OTHER OEVICE 
EXCEPT PLAYSTATION®2 THIS PRODUCT IS OESIGNED 
FOR IN-CAR (INDOOR) USE ONLY. THIS IS NOT A TO 
KEEP AWAY FROM REACH OF CHILOREN 





Dry Location Keep Away Do Not 


Use Only 


From Fire Open 
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HELPLINE 


lf you are experiencing a problem with this product 
contact the JOWTECH”™ Product Helpline on 


OSO00 38 99 647 


(FREEPHONE UK ONLY) 





or visit our website at www.joytech.net to obtain 
ocalised helpline numbers. 


NOT SUITABLE FOR CHILDREN UNDER 12 YEARS OF AGE. | 
THIS PRODUCT IS NOT DESIGNED, MANUFACTURED, SPONSORED OR ENDORSED BY SONY COMPUTER ENTERTAINMENT INC. 


PLAYSTATION, PLAYSTATION 2 & PSONE ARE EITHER TRADEMARKS OR REGISTERED TRADEMARKS OF SONY COMPUTEH 
ENTERTAINMENT INC. | 


Specifications and external appearance are subject to change without prior notice. | 


JO'YTECH is a registered trademark of Joytech Europe Ltd. and TAKE 2 is a trademark of Take 2 Interactive Software . 
Saxon House 2-4 Victoria Street Windsor Berkshire SI4 1EN Uk 


Abr 4a] COMPANY 505-945X01040! 


